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(57) Abstract: The horizontal gas circulation 
device comprises a flexible wall (9) which is 
maintained in a placed position on the upper 
end of the adsorbant material (4); the volume 
between the membrane (9) and the dome (10) 
of the enclosed area (1) communicates (12) with 
one (7) of the chambers (7; 5) on both sides of 
the adsorbant (4). The invention can be used to 
separate air components. 

(57) Abrege : L*appareil, du type k circulation 
de gaz horizontal, comprenant une paroi flexible 
(9) maintenue plaqu^ sur Textr^mit^ sup^rieure 
de la masse d*adsorbant (4), le volume entre la 
membrane (9) et le ddme (10) de Fenceinte (1) 
est plac6 en conmiunication (12) avec Tune (7) 
des chambres (7 ; 5) de part et d'autre de Tadsor- 
bant (4). Application notamment k la separation 
de composants de Tair. 
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(57) Abstract: The horizontal gas circulation 
device comprises a flexible wall (9) which is 
maintained in a placed position on the upper 
end of the adsorbant material (4); the volume 
between the membrane (9) and the dome (10) 
of the enclosed area (1) communicates (12) with 
one (7) of the chambers (7; 5) on both sides of 
the adsorbant (4). The invention can be used to 
separate air components. 

(57) Abrege : L'apparcil, du type k circulation 
de gaz horizontal, comprenant une paroi flexible 
(9) maintenue plaqu6e sur Textr^mit^ superieure 
de la masse d'adsorbant (4), le volume entre la 
membrane (9) et le dome (10) de I'enceinte (1) est 
plac^ en communication (12) avec Tune (7) des 
chambres (7 ; 5) de part et d'autre de I'adsorbant 
(4). Application notanmient k la separation de 
composants de Tair. 
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